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Custom Multipoint Thermocouple Assembly
Email completed form to EveryDegreeMatters@tiptemp.com

Termination Select One

Mini Plugs

Standard Plugs

Stripped Leads
Other: 

T/C TYPE Select One

K - Chromel / Alumel

J - Iron / Constantan

T - Copper / Constantan

Other: 

Sheath Material Select One

316 Stainless Steel

Inconel 600I

Hastelloy C-276
Other: 

Special Coating / 
Mil Thickness

Junction Select One

Grounded

Ungrounded
Other: 

Lead Length (inches) Sheath Length (inches)

Sheath Diameter 
Options (inches): 

1/16”, 1/8”, 3/16”,
1/4”, 3/8”, 1/2”

*Note, maximum number of
junctions dependent upon the 
Sheath Diameter and Length.

T/C Positions (fill in inches from tip for as many points you need)

QTY

10+ Call TC9 TC8 TC7 TC6 TC5 TC4 TC3 TC2 TC1

Lead Wire Insulation Select One

Teflon 
(max temp 400F/204C)

Fiberglass 
(max temp 900F/482C)

High Temp Fiberglass
(max temp 1300F/704C)

Other: 

Lead Wire Additions Select One

Stainless Steel Overbraid

Armor Cable

Twisted Shielded Wire

Special Limits of Error

Not Applicable

Lead Wire Gauge Select One

24 awg Solid

20 awg Solid

Application
Details

Revisions
Date Requested Change

Customer Date

Sign

Max Temp °C Max PSI

Transition Dimensions
by # of Junctions:
1-3 = 3-4" x 1/2" OD
4-6 = 4" x 3/4" OD
6-9 = 4-5" x 1" OD
10+ = TBD

<--More TC3        TC2   TC1

*Note, T/C position
accuracy +/- 0.125”

rev 1.3 2022

Preferred

Preferred
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