Do not place the product in an environment that is too corrosive, humid and high temperature!
Please use the supply power of voltage 5V DC, other voltages power will damage the product.
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Measuring range:-40-80C/-40-257°F  0-99.9%RH
Probe type:External sensor
Supply voltage:5V1A

Measurement accuracy:Temperature +0.5°F Humidity *3%RH
Resolution:0.1F 0.1%RH

Instrument calibration:

@ At backside of monitor, press [ A and V¥ ] buttons for 3 seconds at the same time to

enter the setting. :
(2) shortpressthe [ A] tochoose the menu, then short press the [ Enter keyl and the

menu flash, and short pressthe [A] or [V ] toadjust, press [Enterkey] to save.

Display itemm  Key Function Ranges Defaults Remark
| Temperature correction -20.0-50.0°F HD Increase/decrease temperature value
. :
EHE Humidity correction -20.0-50.0%RH aﬂ Increase/decrease humidity value

BdF Restore factory value ON/OFF UFF On to Reset

Function setting:

(1) Press [menu key] at backside to enter the settings
(2) short press the [ A] to choose the menu, then short press the
[Enter key] and the menu flash, and short pressthe [A1 or [V 1 to

adjust, press [Enter key] to save.
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Alarm Function:Connect strobe siren at connector of black&red cable,

finish setting and turn on alarm at “Function Setting”, when temperature or

Display item Key Function Range
ir
L High temperature alarm Max.257°F

)

LL Low temperature alarm Min.-40°T1
BHE High humidity alarm value 99%RH
YH,

L. Low humidity alarm value 0.1%RH
SAL
L. Alarm ON/OFF ON/OFF
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humidity over the level, it will sound&flash until temperature or humidity
come back. And then you can turn off alarm at “Function Setting” or change

the alarm level or disconnect the strobe siren to stop the sound.
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